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Oxyturbo is present in the market as a proactive, safe reference for a wide range 
of products and a vast span of application fields. In each of these, the company 
has asserted its identity as a customer partner, based on three key concepts: 
the search for innovative solutions, product quality assurance, and versatility 
of response to market demands. The company's established experience, gained 
with the manufacturing and marketing of hundreds of products, focuses on 
constant collaboration with its partners, both in Italy and on the worldwide 
stage. These same partners can attest to the authoritativeness of their "company 
system". 

AUTHORITY RECOGNISED BY THE MARKET
The Oxyturbo identity is as a partner as well as an effective supplier

Understanding customer needs and making products that meet these 
requirements have always been the core values behind the relationship 
between Oxyturbo and the market. Customers find a trusted reference in 
Oxyturbo, a real "facilitator" of technical and commercial decisions, able 
to identify and create the solutions that are needed and to contribute 
to the creation of value. The company also knows how to give the 
most targeted answers to each specific need, supporting them with 
an integrated service organisation that plans and delivers an equally 
versatile supply of products.

"TAILOR MADE” SOLUTIONS
Facilitating technical and commercial decisions for customers

Exceeding your own limits: the most exciting challenge

Since its inception, Oxyturbo has always aimed to diversify and broaden 
its offer, both by looking at internationally applied research developments 
and by developing a strong internal R&D commitment. Oxyturbo research 
efforts have consistently aimed at introducing increasingly high performing, 
durable, eco-friendly, innovative systems. The Oxyturbo research team 
is one of the most prominent facilities in the industry thanks to their 
functionality, ease of use and safety of the products it has developed. 

RESEARCH AND DEVELOP INNOVATION

PRODUCTION WITH “SMART MANUFACTURING” LOGIC

The Oxyturbo facilities which includes machines and robotic and digital systems 
have long been the main players in all their main manufacturing phases, even 
before the concept of Factory 4.0 was affirmed as a must in intelligent industry. 
Oxyturbo was one step ahead of those developments that today are strategic for 
modern manufacturing, ensuring production process efficiency, controlling the 
entire supply chain and safeguarding stringent qualitative parameters. It also en-
sures the accuracy of finishes and treatments of both metals and other elements 
and constructive details. 

Avant-garde facilities and 4.0 chain organisation



Quickness, availability and flexibility are all key components of the Oxyturbo 
logistics organisation. A proven, modern system with the latest Information 
Communication Technology, allowing orders to be executed in a fast and accurate 
manner. This is also bolstered by a dynamic response to constant stock availability 
of products, which are also equipped with their packaging. The system is controlled 
with digital platforms and process sensors within the company's commitment to 
a concrete "environment 4.0". 

ICT LOGISTICS SYSTEM
Digital platforms for combined speed, diversification and precision

CERTIFIED, SELECTED QUALITY

The Oxyturbo quality system is certified to EN ISO 9001. A traceability 
system is also used to follow the life of each product with a specific 
"manufacturing memory". The company has also created a special "brand" 
of origin that guarantees authenticity as "original Oxyturbo". As part of this 
logic of customer respect, the company focuses on the safety and reliability 
of products with a very competitive cost range. Selected products from 
the world market are directly tested for consistency with the company 
commitment to quality. 

The certainty of original Oxyturbo reliability



GENERAL CONDITIONS OF SALE
The minimum amount of supply is € 250.00

The prices contained in this price list include packing 

TRANSPORT
Though shipped carriage paid, goods are always at the customer's own risk. Any 
claims for damages due either to transport or non-compliance with the order must 
be made in writing and within 8 days of receipt. 

DELIVERIES
The terms confirmed by our sales office are indicative and any delays shall not 
originate any claims for damages or cancellation of the order. At its sole discretion, 
the seller may postpone the delivery of part of the order without prior notice to the 
buyer. 

WARRANTY 
The warranty is 24 months from delivery on all our products except for our 
pressure reducers, whose warranty is for 36 months. The warranty covers any 
manufacturing defects other than those resulting from normal wear, misuse or 
incorrect use. 

RETURNS AND REPAIRS 
To provide better service to our customers, any returns outside the warranty 
period will also be taken into consideration, subject to agreement with our sales 
department which, having ascertained the nature of the defect, will proceed with 
preventively approving the ex-factory return. Upon proof of receipt, the cost for 
the repair will be communicated and will be returned at the customer's expense.

RETURNS DUE TO ORDERING ERRORS 
In the event that the customer wishes to return goods that were ordered erroneously, 
they must apply to our sales office within 5 days of receipt of the goods. The return 
is ex-works and will be subject to a credit of 80% of the value of the goods, as the 
return to Oxyturbo will have to be subjected to a quality control and correct re-
packaging for customers who shall repurchase the product. 

DIRECT LINE WITH OXYTURBO

Consultation and dialogue are fundamental compo-
nents for Oxyturbo. It’s this customer-oriented focus 
that really differentiates Oxyturbo. The company has 
developed an efficient telephone and on-line support 
service, managed by experienced staff, able to offer 
valuable technical and technical-commercial respon-
ses to quickly address specific needs, or provide use-
ful information to employ the most appropriate specia-
lists for the problem at hand. 

EACH OF OUR PRODUCTS IS SUPPLIED WITH EAN CODE
to facilitate their retail.

3
YEARS



READING OUR CATALOGUE
CODE 
The code required for ordering products: in some cases it is only numeric, in 
others it is alphanumeric. 

DESCRIPTION 
Description of the individual product or package of products. 

CLASS K 
Reducer class based on gas and pressure. 

NO. PIECES = PIECES IN THE PACKAGE
The minimum and multiple batch that you can buy of that particular product.                                                                                                            

CODE Description Class K P1 (bar) P2 (bar) Q1 (m3/h) Weight (kg) No.Pcs.

294200 MAXIMUM NITROGEN 60 BAR 4 300 60 <150 1,60 6

Class K Pressure reducer class
P1 Inlet pressure in bar
P2 Outlet pressure in bar

Q1 Gas flow in m3/h or lt/min.

Weight (kg) Weight of the individual product apart from the box
NO.Pcs. Minimum and multiple batch that you can buy 

Description of the individual 
product                       

Code required 
for ordering 
the product

I NOSTRI PRODOTTI SONO TUTTI FORNITI 
DI CODICE EAN (TRADURRE)



The data and images contained in this catalogue are purely 
indicative and may be subject to change without notice by Oxyturbo 
SpA. Photographs and descriptions of products do not have any 
contractual value.  
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Helium is the second most common element in the universe after hydrogen. Given 
its low density, it is an excellent albeit expensive substitute. Unlike hydrogen, it 
has the advantage of not being flammable and is therefore considered safer. It is 
an inert gas, so it does not react unless subjected to high pressures and to very 
low temperatures and has an extremely low boiling point. This makes it ideal 
for many applications including the inflation of aerostatic balloons and balloons 
for fun. 

PRODUCTS FOR  
HELIUM



FOR REFILLABLE 

CYLINDERS ONLY
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MajorFLY
Oxyturbo offers a new helium reducer with a plastic dispenser for latex, PVC and mylar balloons with 
pressure gauge for cylinder pressure control. Convenient, fast, practical and safe it comes with a refillable 
cylinder connection.

FEATURES
- Body and cover machined directly from brass bar
- 40 mm diameter high pressure gauge
- Quick but progressive opening thanks to the rubber dispenser
- Calibration fixed at 5.5 bar

The practical, fast way to inflate your balloons 

WARRANTY 

3 
YEARS

CYLINDERS FOR HELIUM

These are full helium gas cylinders supplied in the 110-bar disposable version with 2 dispensers. 
The 2.2 litre cylinder is also supplied with a pack of 30 balloons and ribbon and is packaged in an individual
 lithographed box. 

 EN ISO 2503

487400

RUBBER DISPENSER 

MANUAL FIXING

K pressure reducer class 4 - P1 Inlet pressure 200 bar - P2 Outlet pressure 5.5 bar - Q1 standard delivery flow 5 m3/h

GAS UNI DIN BS NF NEN SS MIE CGA 

HELIUM 237194.01 237199.01 237193.01 237199.01 237197.01 237195.01 237192.01 237196.01

Weight of  pressure reducer 0.70 Kg - No.Pcs. 16 - Packaging dimensions ( l x w x h) 41 x 36 x 24 cm -  Packaging weight 12.20 Kg

CODE Description Weight (kg) No.Pcs. Pack.Dim. (cm) Pack.Weight (kg)

487300 Helium cylinder 110bar M10x1 950 ml 1.30 12 31 x 23 x 34 15.80

487400 Helium cylinder 110bar M10x1 2,2 L with 
foot stand and accessories 3.10 4 24 x 24 x 40 12.60
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Technological research and the continuous development of innovative products allow us to be a customer-
oriented company. At Oxyturbo we have created a series of products to serve the safety industry and professionals 
responsible for the installation, and maintenance of fire-fighting and emergency devices. 
Here is a list of some of our flagship products:

A series of accessories for professionals in the safety 
and fire-fighting industry 

EMERGENCY 
PRODUCTS 

 Maxy Lift: The reducer for pneumatic lifting units. Indispensable for lifting heavy weights or creating 
room between heavy and hard items 

	Maxy Plus: For pressurising fire extinguishers after the refilling process 
	Bioflamme: To safely ignite fire simulation tanks 
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MAXY LIFT
 EN ISO 2503

FEATURES
This kit includes: A MAXY POWER CONTROL pressure reducer for industrial compressed air with a capacity of 60 
m3 at a pressure of 14 bar, a 2 metre-long rubber inflating pipe and a quick coupling for insertion in lifting bags or 
emergency equipment. The reducer reduces the high pressure of the compressed air inside the cylinder down to a 
suitable operating pressure. The air pressure is kept constant even when the air flow varies. 

The pipe complies with standard ISO 1307 for operating pressures up to 20 bar. 

Power system for emergency interventions 

COMPRESSED AIR CONNECTION 
300 BAR G5/8 BSP - RHE QUICK COUPLING

PRACTICAL GAS FLOW 
ADJUSTMENT 

2 METRE RUBBER 
PIPE ISO 1307

WARRANTY 

3 
YEARS

K pressure reducer class 4 - P1 Inlet pressure 300 bar - P2 Outlet pressure 14 bar - Q1 standard delivery flow 60 m3/h

GAS UNI DIN BS NF NEN SS MIE CGA 

AIR 268500.OXY 268503.OXY 268503.OXY - 268509.OXY 268503.OXY 268508.OXY 268501.OXY

Weight of  pressure reducer 2.10 Kg - No.Pcs. 6 - Packaging dimensions ( l x w x h) 41 x 29 x 22 cm -  Packaging weight 12.80 Kg
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 EN ISO 2503

RILSAN POLYURETHANE-COATED 
SPIRAL PIPE

WARRANTY 

3 
YEARS

MAXY PLUS
Standard UNI 9994 describes 4 maintenance stages for fire extinguishers (surveillance, control, revision, and final 
testing) and indicates the frequency with which they must be carried out. Maintenance technicians must always have 
a pressure reducer at hand to pressurise fire extinguishers with nitrogen. Oxyturbo have designed a professional 
reducer to be used with refillable nitrogen cylinders. 

Reducer for pressurising fire extinguishers 

FEATURES
- The body and cover originate from a brass mould 
- Gas flow adjustment knob 
- Two 63 mm Ø pressure gauges
- 5 m Rilastollan spiral pipe (Ø 8x5) 
- Flashback arrestor valve on the open/close tap of the pipe

USE 
Permits use of nitrogen up to 300 bar and enables outlet supply up to 20 bar. The spiral pipe 
has a 1/4MG connection and is equipped with an open/close tap to facilitate the use of the 
reducer. 

K pressure reducer class 4 - P1 Inlet pressure 300 bar - P2 Outlet pressure 14 bar - Q1 standard delivery flow 60 m3/h

GAS UNI DIN BS NF NEN SS MIE CGA 

AIR 268500.OXY 268503.OXY 268503.OXY - 268509.OXY 268503.OXY 268508.OXY 268501.OXY

Weight of  pressure reducer 2.10 Kg - No.Pcs. 6 - Packaging dimensions ( l x w x h) 41 x 29 x 22 cm -  Packaging weight 12.80 Kg

K pressure reducer class 5 - P1 Inlet pressure 300 bar - P2 Outlet pressure 14 bar - Q1 standard delivery flow 60 m3/h

GAS UNI DIN BS NF NEN SS MIE CGA 

NITROGEN 264500MP.20 264501MP.20 264503MP.20 264502MP.20 264509MP.20 264504MP.20 264502MP.20 264508MP.20

Weight of  pressure reducer 1,85 Kg - No.Pcs. 6 - Packaging dimensions ( l x w x h) 53 x 25 x 37.5 cm -  Packaging weight 11.30 Kg

NEWS
2018

FLASHBACK ARRESTOR VALVE ON THE OPEN/CLOSE 
TAP OF THE PIPE, IT PREVENTS THE DUST RETURN 
INTO THE PRESSURE REDUCER



GAS CARTRIDGES

Gas cartridges (Ø 65) are equipped with a 7/16” valve to loosen them from the appliance, even when they are not 
completely empty. They contain a propane/butane gas mixture 
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IGNITION ROD
It is a practical and safe solution to ignite the flame of the fire simulator tank without risks and at a safe distance. 
The rod is 75 cm long and incorporates a piezo ignition. It also features a practical anti-slip handgrip. 

Flame simulator ignition rod

FEATURES
- Pin point burner (Ø 25mm)
- Equipped with flame adjustment tap
- Powered with a propane/butane cartridge with a 7/16” valve

To be used outdoors, or in well-ventilated environments only. 

CODE Description Weight (kg) No.Pcs. Pack.Dim. (cm) Pack.Weight (kg)

483150 Propane/butane 30/70 gas cartridge 330g 0.46 24 42 x 29 x 28 11.30

CODE Description Weight (kg) No.Pcs. Pack.Dim. (cm) Pack.Weight (kg)

571860 Ignition rod with 1 gas cartridge in colour box 1.48 5 80.5 x 38 x 22 7.60

OXYKLYMA 



NEW
2018
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FEATURES
- Pin point burner (Ø 25mm)
- Equipped with flame adjustment tap
- Powered with a propane/butane cartridge with a 7/16” valve

To be used outdoors, or in well-ventilated environments only. 

For periodic checks of air conditioning systems which are necessary to maintain  good 

efficiency-performance ratios on systems, together with the safety and health of equipment, 

Oxyturbo proposes a series of dedicated products: 

The pressure reducers 

MEGA HP200 

the new 200 bar reducer for R744 systems (CO2)

MAJOR HP
Three kits in the case: 

Klyma Kit 1000
Klyma Kit 900
Klyma Kit 800

A collection of useful spare parts now completes the range.

OXYKLYMA 



 EN ISO 2503

MEGA HP200
Nitrogen reducer (0-200 bar) fit for preventive leak testing and piping 

cleaning for R744 systems (CO2) 

WARRANTY 

3 
YEARS

R744 systems can be used in a variety of industrial and non-
industrial applications, such as the conditioning market 
for cars and other vehicles, cabinets for supermarkets, 
containers, and climate-controlled residential systems. 
An R744 system reaches a pressure of up to 133 bar. The 

high pressure in R744 systems corresponds to a high heat 
dissipation mainly carried out at pressure levels above the critical point. 
The Mega HP200 reducer is suitable for verification and maintenance 
of this system. 

FEATURES
	Body and cover machined directly from brass bar
	Front adjusting knob 
	Two Ø 63mm pressure gauges 0-400 bar
	Outlet pressure 200 bar 

USE
Permits use of nitrogen with an inlet pressure up to 300 bar and enables 
outlet supply > 300 m3/h at 200 bar. 

Ø 63mm pressure 
gauges supplied with 
protective cap 

NEW
2018

 P1 Inlet pressure 300 bar - P2 Outlet pressure 200 bar - Q1 standard delivery flow >300 m3/h

GAS UNI DIN BS NF NEN SS MIE CGA 

NITROGEN 294200HP 294209HP 294203HP 294202HP 2942049HP 294204HP 294202HP 294205HP

Weight of  pressure reducer 2.15 Kg - No. Pcs 4 - Packaging dimensions ( l x w x h) 30.5 x 45.5 x 16.5 cm -  Packaging weight 8.80 Kg 

14



APPROVED UP TO   300 BAR

The Major HP is also available in 
an "armoured" version without 
caps but does however come with 
a stainless steel polished plate 
to protect pressure gauges from 
impact. (see page 18)
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MAJOR HP
 EN ISO 2503

The new Major HP professional reducer is ideal for use with nitrogen air conditioning system testing. 
Practical, small and handy, the reducer is supplied with 2 63mm diameter pressure gauges and a 
1/4 SAE outlet fitting to which the 5/16 SAE fitting, sold separately, can be attached. The Major HP 
can also be supplied with a fastening support and protection for a host of heavy duty uses. 

FEATURES 
	Body and cover machined directly from brass bar
	Front adjusting knob 
	Two 63 mm Ø pressure gauges 
	Outlet pressure 60 bar 

USE
Permits use of nitrogen up to 300 bar and enables 
outlet supply up to 50 m3/h.

The professional reducer for your conditioning system. 

WARRANTY 

3 
YEARS

OVERPRESSURE 
RELIEF VALVE

63 mm Ø PRESSURE 
GAUGES, FOR BETTER 
VISIBILITY 

ARMOURED MAJOR 
HP 60BAR

 P1 Inlet pressure 300 bar - P2 Outlet pressure 60 bar - Q1 standard delivery flow 50 m3/h

GAS UNI DIN BS NF NEN SS MIE CGA 

NITROGEN AND 
AZOIDRO* 394220 394221 394223 394222 394224 399421 394222 394225

Weight of  pressure reducer 0.96 Kg - No.Pcs. 6 - Packaging dimensions ( l x w x h) 41 x 29 x 22 cm -  Packaging weight 6.00 Kg

ARMOURED MAJOR HP  

NITROGEN AND 
AZOIDRO* 394220.99 394221.99 394223.99 394222.99 394224.99 399421.99 394222.99 394225.99

Weight of  pressure reducer 1.20 Kg - No.Pcs. 6 - Packaging dimensions ( l x w x h) 53 x 25 x 37 cm -  Packaging weight 7.50 Kg

USED GAS:
NITROGEN
AZOIDRO*

*95% NITROGEN - 5% HYDROGEN



KLYMA KIT 1000

The professional equipment contained in the Klyma 1000 Kit allows for tightness testing of 
the system, together with its washing during any welding operations with slight nitrogen 
flushing. The case has been designed to hold, as required, a 2.2 litre nitrogen cylinder 
(supplied separately) in place of a 1-litre cylinder, by simply removing part of the inner 
die cut. 
The Maxymum pressure reducer has a flow rate of 150 m3/h at a pressure of 60 bar. 

EQUIPPED WITH: 
- MAXYMUM 60 bar nitrogen pressure reducer  
- Disposable 1 L - 110 bar nitrogen cylinder 
- 80 mm diameter, class 1.0 pressure gauge 
- 1/4 SAE, 2500 mm flexible hose
- Adapter for disposable cylinder
- 5/16 SAE-f x 1/4 SAE-m adapter
- 7/16” - 20 UNF (1/4 SAE) fitting
- 1/2” - 20 UNF (5/16 SAE) fitting 

Description UNI DIN BS NF NEN SS MIE CGA 
KLYMA KIT 
1000 KK1000 KK1000.DE KK1000.GB KK1000.FR KK1000.NL KK1000.DE KK1000.FR KK1000.US

Weight of kit  5.00 kg - No.Pcs. 1 - packaging dimensions ( l x w x h) 53.5 X 43.5 X 15.5 cm -  packaging weight 5.20 kg

16

Klyma KIT
 EN ISO 2503 

CAN BE USED FOR: 
	 Pressure loss monitoring of HVAC and A/C systems
	 HVAC and A/C system washing 
	 Flushing during welding in HVAC and A/C systems
	 Pressure switch calibration testing 
	 Pressure gauge calibration testing 

The term flushing means the removal using fluid transport of contaminants of various natural 
bodies present within piping and/or equipment. To achieve this result the carrier fluid is released 
into circulation by means of suitable pumps to meet these conditions ensuring that certain turbulent 
flow conditions are met and are suitable for transporting contaminants. Flushing operations mainly 
involve hydraulic and lubrication circuit piping. 

HVAC is an English abbreviation, widely used in all fields of industry, which stands for Heating, 
Ventilating and Air Conditioning. 

Practical kits containing all the equipment you’ll need 
for checking and maintaining air conditioning systems. 

MAXYMUM  60 bar



KLYMA KIT 900

The Klyma Kit 900 comes with a shockproof case which encloses everything 
professionals need for conditioning system testing. The equipment contained 

in the case allows for tightness testing of the system as well as its washing 
during any welding operations with slight nitrogen flushing. The Klyma Kit 900 

case has also been designed to contain, as needed, a 2.2 litre nitrogen cylinder 
(supplied separately) in place of a 1-litre cylinder, simply by removing a part of 
the inner die cut. The Major HP pressure reducer has a flow rate of 50 m3/h at a 
pressure of 60 bar. 

EQUIPPED WITH: 
- MAJOR HP 60 bar nitrogen pressure reducer  
- Disposable 1 L - 110 bar nitrogen cylinder 
- 80 mm diameter, class 1.0 pressure gauge 
- 1/4 SAE, 2500 mm flexible hose
- Adapter for disposable cylinder
- 5/16 SAE–f x 1/4 SAE-m adapter 

KLYMA KIT 800

The Klyma Kit 800 has a practical polypropylene case which includes accessories for 
professional testing of air conditioning systems. The nitrogen cylinder is not supplied with 
the kit but is sold separately. The Major HP pressure reducer has a flow rate of 50 m3/h at 
a pressure of 60 bar. 

EQUIPPED WITH: 
- MAJOR HP 60 bar nitrogen pressure reducer  
- 1/4 SAE, 2500 mm flexible hose 
- Adapter for disposable cylinder
- 5/16” SAE–f x 1/4 SAE-m adapter 

 MAJOR HP 60 bar

 MAJOR HP 60 bar

Description UNI DIN BS NF NEN SS MIE CGA 

KLYMA KIT 900 KK900 KK900.DE KK900.GB KK900.FR KK900.NL KK900.DE KK900.FR KK900.US

Weight of kit 4.50 Kg - No.Pcs. 1 - Pack. dimensions ( l x w x h) 53.5 x 43.5 x 15.5 cm - Pack.weight 4.70 Kg

Description UNI DIN BS NF NEN SS MIE CGA 

KLYMA KIT 800 KK800 KK800.DE KK800.GB KK800.FR KK800.NL KK800.DE KK800.FR KK800.US

Weight of kit 2.60 Kg - No.Pcs. 2 - Pack. dimensions ( l x w x h) 41 x 36 x 24 cm - Pack.Weight 5.40 Kg
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KLYMA KIT SPARE PARTS

KLYMA KIT ADAPTERS FOR DISPOSABLE CYLINDERS 

CODE Description Weight (kg) No.Pcs.

458900.MAN 100mm flexible hose with pressure gauge and tap 0.35 1

458900.25 2500mm (1/4 SAE F x 1/4 SAE F) flexible hose 0.30 1

198880 Stainless steel polished pressure gauge protection plate for Major Hp 0.30 1

CODE Description Weight (kg) No.Pcs.

490990 M10x1Rhi - W21,80 Rhi x 1/14"Rhi UNI adapter complete with gasket 0.09 1

490992 M10x1Rhi - W24,32 Rhi x 1/14"Rhe DIN-NEN-SS adapter complete with 
gasket 0.09 1

490993 M10X1Rhi - G5/8" BSP RHI BS adapter complete with gasket 0.09 1

490983 M10x1Rhi - W21,80 Rhi x 1/14"Rhe NF-MIE adapter complete with gasket 0.07 1

490995 M10x1Rhi - CGA580 Rhi CGA adapter complete with gasket 0.09 1

458900.MAN

458900.25

198880

490990

490983

18



SPARE CYLINDER PARTS

CODE Description Weight (kg) No.Pcs. Pack.Dim. (cm) Pack.Weight (kg)

484300 Nitrogen cylinder 1 L - 110 bar 
m10x1 rhi 1.30 12 32 X 24 X 34 15.80

484400 Nitrogen cylinder 2,2 L with foot 
stand - 110 bar m10x1rhi 4.00 4 24 X 24 X 40 16.20

488300 Azoidro cylinder 1 L - 110 bar m10x1 
rhi 1.30 12 32 X 24 X 34 15.80

488400 Azoidro cylinder 2,2 L - 110 bar 
m10x1 rhi with foot stand 4.00 4 24 X 24 X 40 16.20

K pressure reducer class 1 - P1 Inlet pressure 150 bar - P2 Outlet pressure 10 bar - Q1 standard delivery flow < 1 m3/h

Code Description Connection Weight (Kg) No.Pcs. Pack.Dim. (cm) Pack.Weight (kg

324280 MIGNON Nitrogen 2 gauges M10X1RH 0.50 30 41 X 36 X  24 15.20

324380 MIGNON Nitrogen L.P. gauge M10X1RH 0.45 30 41 X 36 X  24 13.70

324180 MIGNON Nitrogen H.P. gauge M10X1RH 0.45 30 41 X 36 X  24 13.70

324080 MIGNON Nitrogen no gauges M10X1RH 0.35 50 46 X 29.5 X 26 17.70

324280

MIGNON NITROGEN REDUCERS FOR DISPOSABLE CYLINDERS

The most compact reducers ever made for flushing air conditioning systems. Supplied with 50mm diameter easy-to-
read pressure gauges to help professionals perform easy, immediate cleaning. 

The widest range of disposable bottles for air conditioning system installers and maintenance workers. These days 
less waste is produced using the 2,2 litre bottle.

WASHING KIT 

A compact and functional kit for internal washing of copper pipes and evaporators in civil, 
industrial and automotive conditioning systems. With a pressure of 10 bar, it completely 
removes impurities deposited within the system. The convenient basket and its light weight 
make it suitable for use even in cumbersome situations. 

EQUIPPED WITH: 
- MIGNON 10 bar M10x1right nitrogen pressure reducer with 2 pressure gauges
- 1 L – 110 bar disposable nitrogen cylinder 
- Empty aluminium container for detergent liquid 
- 6mm diameter Rilsan capillary hose for connection between cylinders
- 1/4” F x 1/4” F L = 1000mm hose 
- Washing gun 

CODE Description Weight (kg) No.Pcs.

KKW900 WASHING KIT 5,00 1

484300 484400
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Gas in Action


